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JL AUDIO 10TW1-4 10tw1 4 4ohm

Cena 1 999,00 zł

Dostępność Na zamówienie

Czas wysyłki 5 dni

Producent JL AUDIO

Opis produktu

  

General Specifications

Continuous Power Handling (RMS) 300 W
Recommended RMS Amplifier Power 75 - 300 W
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Nominal Impedance (Znom) 4 Ω

Physical Specifications

Nominal Diameter 10.0 in / 250 mm
Overall Diameter (A) 10.375 in / 264 mm
Mounting Hole Diameter (B) 9.0625 in / 230 mm
Bolt Hole Circle (C) 9.7 in / 246 mm
Magnet Diameter (D) 4.54 in / 115 mm
Mounting Depth (E) 4.36 in / 111 mm
Front Grille Protrusion (F) 0.87 in / 22 mm
Driver Displacement 0.047 cu ft / 1.33 L
Net Weight 10.5 lb / 4.8 kg

Parameters
Free Air Resonance (Fs) 38.09 Hz
Electrical “Q” (Qes) 0.639
Mechanical “Q” (Qms) 10.07
Total Speaker “Q” (Qts) 0.601
Equivalent Compliance (Vas) 0.429 cu ft / 12.15 L
One-Way Linear Excursion (Xmax)* 0.40 in / 10.0 mm
Efficiency (1 W / 1 m)** 82.2 dB SPL
Effective Piston Area (Sd) 41.602 sq in / 0.0268 sq m
DC Resistance (Re) 3.516 Ω
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